
About the SVS Inspection Forms Excel worksheet:

Please save the workbook using the following format. Example 1: you are inspecting K Pad in Prudhoe Bay Unit on the 2nd of Jan 2021. Save the file as SVS PBU K 01-02-21. This will tell me the inspection type (SVS), what field (PBU), pad (K Pad) and the date of inspection (Jan 2, 2021). Example 2: you are doing safety valve inspections for the Kenai Deep Unit on the 5th of Feb. 2021. Save the file as SVS KDU 02-05-21. Any miscellaneous test reports need to have Misc in the naming convention (ex: SVS PBU 11 12-23-21 Misc.xls) and any retests need the same (ex: SVS KRU 1C 11-19-21 Retest.xls). A location (pad) with multiple wells that are tested over a couple days may be combined into a single report if testing from start to finish is completed within 2 days and the witness was waived (report date should be the first day testing commenced and remarks should be added as to which wells were tested on the following day). 
SVS reports should be emailed to phoebe.brooks@alaska.gov and jim.regg@alaska.gov not later than the 15th calendar day of the month following the testing. 
The form has drop down boxes for easy data entry in the Pilots Test Code, SSV Test Code, SSSV Test Code and the Well Type columns. Click in the cells below these headings and a dropdown arrow will appear. Click on the arrow, click on your choice of codes and the code will be entered in the cell for you. To get an explanation of the Pilot, SSV and SSSV codes click on the word “Code” for each and an explanation message box will appear.

The AOGCC Rep box should include Waived or an Inspector’s name.

The Date field in heading is the test date.

The Wells, Components, Failure, and Failure Rate boxes at the end of the report are formulated based on the data provided.
If the pad is to be put on 90 Day testing cycle based on the current test results, click on the check box next to the words, “90 Day”.

The Retest/SI Date column should only reference a date.
 If a well is retested on the same day of the initial test, you would include this date in the Retest/SI Date column for testing that was both witnessed (initial test and retest) or both waived (initial test and retest) with applicable remarks added; if a well is retested within three days of the initial test and the initial test and retest witness was waived, you may also include the retest date in the column (without a separate retest report required); in any other scenario a retest needs to be included on a separate retest report. If a well failed a retest and was then shut in (SI), you would include the retest date in this column and in the remarks section reference the shut in (the well type column should not include SI in this situation). If a well is shut in at the beginning of a pad test you will include the SI date in the Retest/SI Date column with well type SI.

The Well Types are as following: 

OIL – dedicated oil producer
WAG – well that alternates water and gas injection

GINJ – dedicated gas injector (only injects gas)

GAS – dedicated gas producer 

GSTOR – gas storage well that cycle between injection and production; not a well that alternates on & off production for contractual reasons or because of operating constraints (wells with high water or gas cut)

SI – well that is shut in during time of pad testing (does not include active well that was subsequently shut in after failure was discovered); the only data that should be associated with a SI well is the SI Date which should be included in the Retest/SI Date column
The Tubing PSI is the flowing tubing pressure or the flowline pressure for high pressure choked wells. 
The Waiver field should include Yes if the well has a sustained casing pressure (SCP) waiver.
The Remarks section should include comments associated with test code 43, if a well was retested and passed/failed (and if the well was subsequently shut in), and/or any information that may need further clarification. 

Special Considerations – For high pressure pilot wells we capture the data in the Remarks (to distinguish these wells from others). The Test Code fields should include the HPP result under the Pilot Test Code and NT in the SSV Test Code, with the P/F results and the associated AIO number in the Remarks. For wells with additional SVS components such as an IA SSV, Packer Vent Valve (PVV), or additional pilot, these test results need to be included on a separate report with the IA SSV results under the SSV Test Code, PVV under the SSSV Test Code, and additional pilot under the Pilot Test Code (if applicable) with remarks stating such.
AOGCC Contact – phoebe.brooks@alaska.gov or 907-793-1242
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